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Power Bridge Rectifier                 Model CSB25     

    

 VOLTAGE RATINGS MAXIMUM   LIMITS UNITS 

VDRM Repetitive peak off-state voltage,  1600-2200 V 
VDSM Non-repetitive peak off-state voltage, 1600-2200 V 
VRRM Repetitive peak reverse voltage,  1600-2200 V 
VRSM Non-repetitive peak reverse voltage 1700-2300V 

   

Symbol Test Conditions Values Unit 

I D 
I DCL 

Ta =  45ºC (Isolated) 
Ta = 45ºC (Chassis) 
Ta=  45ºC (Isolated) 
Ta=  45ºC (Chassis) 

3,5 
10 
3 
9,5 

A 
A 
A 
A 

 
IFSM 

TVJ = 25ºC, 10 ms 
TVJ = 150ºC,8.3...10  ms 

370 
320 

A 
A 

 

I²t 
TVJ = 25ºC, 10 ms 
TVJ = 150ºC,8.3...10  ms 

680 
500 

 A²s 
 A²s 

Rth(j-a) 

Rth(j-c) 

Rth(c -s) 

Tvj 

Tstg 

Isolated 
Chassis 
Total 
Total 

15 
4,7 
2 
0,15 
-40... + 150 
-55... + 150 

K/W 
K/W 
K/W 
K/W 
C° 
C° 

VISOL 

Ms 
Mt 
m 

a.c 50...60 Hz, RMS    1s/1min. 
To heatsink 

 3000/2500 
2 ± 15 
 
 
24 

V~ 
Nm 
Nm 
 
g 

VF 
V(TO) 
rt 
IRD 
IRD 
Trr 
fG 

TVJ = 25ºC, IF= 150ª 

TVJ = 150ºC 
TVJ = 150ºC 
TVJ = 25ºC, VRD = VRRM 

TVJ = 150ºC, VRD = VRRM 
TVJ = 25ºC 
 

Max. 2,2 
0,85 
12 
300 
5 
10 
2000 

V 
V 
mΩ 
µA 
mA 
µs 
Hz 
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